How to set encryption (password) for TMR3020 at
AP mode?

There are more tha@ methodsto set the wireless password on the-WIR3020. The faster method
is to use the 3G modand the otherA i(vi@ the AP mode

3G mode method:

1). Push the setting on the TMR3020 to 3GConnect a LAN cable from your computer to the
WAN/LAN port of the FIMR3020(You can also connect the-MR3020 througlyour notebook
wireless adapte Searchor the SSIBTRLINK_POCKET_3020_XXXXXX. XXXXXX isWRG0ZQ
last 6 characters of the MAC address).

2).Openup your internet browser and type inttp:// 192.168.0.254 as show below:

7. Favorites

| ) Connecting...

Windows
The server 192.168.0.254 at TP-LINK Portable Wireless N 3G Router MR3020
requires a username and password.

Warning: This server is requesting that your username and password be
sent in an insecure manner (basic authentication without a secure
connection).

[admin

Eecceeeeesd]

Remember my

p—
i Cancel

3). SelectWireless.

TP-LINK'

Status
Quick Setup Status
WPS
Network 7 =
Firmware Version: 3.12.11 Build 111021 Rel.59385n E
Wireless
Hardware Version: MR3020 v1 00000000
DHCP
Forwarding
Security LAN
EatcutalCroli MAC Address:  F8-D1-11-38-60-16
RECaSS Contil IPAddress:  192168.0.254
Advanced Routing
Subnet Mask: 255.255.255.0
Bandwidth Control
IP & MAC Binding
Dynamic DNS Wireless
System Tools Wireless Radio: Enable
Name (SSID): TP-LINK_POCKET_3020_3B6016
Channel: 7
Mode: 11bgn mixed

Asia Radio 2000 Pte Lt¢ TL-MR3020 document



4).Change the default SSi®your own preferred wireless nanmend éRegioi to SingaporeYou
may wish to change to Channeldi¢ and then clicikdSavé.

TP-LINK

Status
Quick Setup
WPS

Network
Wireless

Wireless Network Name:

Region: &

- Wirele
Warning

- Wireless Security
- Wireless MAC Filtering

- Wireless Advanced Channel: o -

-Wireless Statistics Mode: 11bgn mixed =

Ligr Channel Width: Auto v

Forwarding

Security
Enable Wireless Router Radio
Parental Control
Enable SSID Broadcast
Access Control
[7] Enable WDS Bridging

Advanced Routing

Bandwidth Control

IP & MAC Binding

Done

<|

5). Next, SelectiwWirelessSecuritg and then choose WPA/WPARnter your password at the
oPasswordfield. Gick dSave.

TP-LINKC

Version: Automatic v
Status
Quick Setup Encryption: Automatic v
WPS Radius Server IP: -
Network Radius Port: 1812 (1-65535, 0 stands for default port 1812)
Wireless Radius Password: [
- Wireless Settings Group Key Update Period: 70 (in second, minimum is 30, 0 means no update)
-Wi ecurity
- Wirewess mac Filtering PANVPA2 - Personal(Recommended)
SR Suvant Version: Automatic(Recommended) ~
- Wireless Statistics Encryption
DHCP
Passwor
Forwarding
etween 8 and 63 or Hexadecimal characters betwe
Security AN S =2
Group Key Update Period: 0 Seconds (Keep it default if you are not sure, minimum is 30, 0 mean
Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding -
< m ] » < [ »
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6). You need to reboot the TMR3020.

Password: enter you password here

(You can enter ASCI| characters between 8 and 82 or Hexadecimal characters betwsen 8 and £4.)

< N Nl mn ]

7). This completes the setup.
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APmode method:

Push the setting on the IMR3020 to APThe factory IP address setting for theMIR3020 is
192.168.0.254. When the TMR3020 is set at AP mode, the DHCP is disabled. Therefore to enter the

web-basedsetup pageof the TEMR3020, yowneed to set your computer LAN card to have a static IP
address.

1).D2 (2 &/ 2yl NS itsl2WRt H YR EFESNY SH2yySOGA2yae |y
a[ 201t I NBI /2yyS80iGArz2yé A02y (KSy &St S0G at NBLISN

@U" {-' » Control Panel » Network and Internet » Network Connections »
= . L e——

Organize v Disable this network device Diagnose this connection Rename this connection
= 5 - Wi g
! L. Lo;al Areg Connection L. : ireless Netv_vork Connection
‘ > _ Unidentified network ""Ndﬂ Not connected
| @2 Realtek PCle GE — hk RT5390 802.11b/g/n WiFi A...
# Disable
Status
Diagnose

‘5' Bridge Connections

Create Shortcut
Delete

m"l
< ‘f‘:,' Properties

HOD {StSO0G aLYISNFSAt k NEGrO2tl a8 SAKAZY | YR (GKSy C

U Local Area Connection Properties

Networking | Sharing

Connect using:

&¥ Realtek PCle GBE Family Controller

This connection uses the following items:

o Client for Microsoft Networks

35} Eset Personal Firewall

451 QoS Packet Scheduler

.@ File and Printer Sharing for Microsoft Networks

V] i BT apper 1/0 Driver
& Link-Layer Topology Discovery Responder

———
Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

[ ok ][ cancel |

|
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-
Internet Protocol Version 4 (TCP/IPv4) Properties -
R

General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

1 Ohtain an IP address automatically

= the following IP address:

H address: 192 . 168 .

Subnet mask: 255,255,255, O

Default gateway: 192 168 4 70 554|

| Obtain DNS server address automatically

g the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:
i [ validate settings upon exit

L E====I

4). Open up your internet browser and enter theNMIR3020 IP address (192.168.0.254). You will see
a prompt for user name and passiNdR > LJ S aS Sy GdSNJI aFrRYAYQ F2NJ 020K

(ﬂ | @ nttp://192168.0.254/ O~eXx |l O 192168.0.254 X L
L
g Internet Explorer cannot display the webpage

What you can try:

[ Dlgnoss Connecion Probens |

® More information

p
Windows Security ﬂ

The server 192.168.0.254 at TP-LINK Portable Wireless N 3G Router MR3020
requires a username and password.

Warning: This server is requesting that your username and password be
sent in an insecure manner (basic authentication without a secure
connection).

T ] | admin ]
‘W .....I
| emember my credentials

[ ok |§ concel

pod {StSO0 G2ANBtSaa¢g 2y (KS STl KIyR YSydzo
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TP-LINK'

Firmware Version: 3.12.11 Build 111021 Rel.55385n
Hardware Version: MR3020 v1 00000000

Wired
MAC Address: F2-D1-11-38-80-18
IP Address: 192.188.0.254
Subnet Mask: 255.265.265.0
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